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Preface

Welcome to the Wireless Video Extender solution set from Celeno Communications. The
401 Uz Uw&UPET whmé&sand the WiraleasWidao Bxdender (VXT) solution, how
to install it, configure it and troubleshoot problems.

Who should use this guide

3T PUw4UIl Uz Uw&UPET wEUUUO! UwUT ECwUT T wUT EET Uwl EUL
skills. All the basic computer networking, Internet, and other information required to
configure the home network and the devices is provided herein.

Support Information

Corporate Headquarters
26 Zarhin Street
P.O.Box 4093
Ra'anana 43665
Israel

Tel.: +97273-251-7699
Fax: +9729-7451941
info @celeno.com

For support inquiries, pleasecontact our field application engineers at support@celeno.com
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Introduction

Celenoe is a fabless semiconductor company developing components and subsystems for
multimedia, high -definition WiFi home networking .

Celenoz OptimizAir ™ breakthr ough technology enables service providers and consumers
to quickly and simply deploy wireless home networks that can securely deli ver multiple
streams of carrier-quality SDTV and HDTV, and any other multimedia content throughout
the home. The Celeno solution is optimized toward Quality of Experience (QoE) and
performance consistency in both capacity and coverage.

The Wireless Video Extender (VXT) solution setincludes a pair of ? " 1 OPoyéded? w
VXT1800? EEI UUw/ CieaddevicesOfhiotPenable distribution of high -definition
video streams from one central location to a TV setin the house without replacing existing
routers, gateways, set top boxes or laying out new cables across the house.
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Knowing your VXT 1800Kit

Package Contents

Your VXT1800 Kit contains the following items :
1. VXT18006 DUl Ol UUwW5 PEI Ow$ RUI OEI Uw? EEI UUw/ OD
2. VXT18006 PUI Ol UU w5 P ECliéntas R UT OET Uw?
3. Two CATS5 cables

4. 2 Power Transformers for the VXT1800devices

Hardware Overview

The VXT1800 Kit is comprised fromax EPU WOl w573 Wy Yw? EEIT UUw/ ODPOI

The VXT1800D Uwx Opb 1 Ul E wE 800802.01n\IE ghlpset'thatremploys
sophisticated algorithms and techniques such as implicit Beam Forming to reliably stream
High Definition video to a ny location in the home.

The VXT1800? E E 1 U UconnécB @ he video source that can be a gatewaya
cable/DSL modem or a DVR/PVR device.

31T 1 w57 3 hWly yomrieétstbBhe ddde receiving set top box device.

The VXT1800 devices hare been designedto be placed on a desktop. All of the cables exit
from the rear of the devices. The status display LEDs are located at the front of the devices
and are easily visible.

Copyright© 2010 Ce | e n o Co mmuAliRighistReserved E|www.celeno.com




P WLAN Led

Ethernet Interface

T <« WPS Button

Reset / Restore Defaults Button —%

/

LAN Led

Power Interface Power Led

Figurel: VXT1800

The following table describes the comectors on the rear panel of the VXT1800device:

Tablel: VXT1800Rear Panel Connectors

Name Description

Ethernet Data and Management Ethernet port.
Reset Reset and restore defaultsbutton .
Power In DC power input. 12 VDC .
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The following table describes the LED indications on the front panel of the VXT1 800Device.

Table 2 - VXT1800 LEDs

Name Color Description
Power On The device is powered on.

off The device is powered off.

LAN Flashing Activ ity on the wired network interface .

Off The LAN port is either not connected or there is
no activity on the link.

WLAN On AccessPoint Behavior - At least one Client is
associated with the Access Point
Client Behavior ¢ The Client is associatedwith an
Access Point

Off AccessPoint Behavior - No Clients are associated
with the Access Point
Client Behavior t The Client is not associated
with an Access Point

WPS On WPS pairing has finished successfully. This is a
temporary state that lasts for 2 minutes.

Flashing WPS pairing is in progress. This is a temporary
state that lasts for 2 minutes or until WPS pairing
succeeds.

Off Default.

The following LED combinations describe special indications:

Combination ¢+ The WLAN and WPS LEDs are flashing simultaneously for 10 seconds.

Description ¢ The device isundergoing a PRestore Defaults? wx UOET EUUI

Table3: VXT1800FrontPaneli Buttons

Name

Description

WPS

Wireless Protected Setup (WPS) button.

Copyright© 2010 Ce | en o
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Setting Upyour VXT1800Kit

Setting up the systeminvolves the following steps:

Powering up your devices
Pairing your devices
Placing and connecting your devices

After performing these steps, you can start streaming High Definition video through the
VXT1800 Kit.
Changing your compu Ul Uz Uw( / wEEEUI UU

After performing this additional step, you can use theVXT1800Management Application
to configure and manage your VXT1800device. (Refer to Managing the VXT1800Device on
page 19).
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Powering Up your devices

To power up the VXT1800device:
1. Plugin the 12V A/C adapter and connect it to the VXT1800device.

Use the recommended AC/DC power adaptor which was supplied in the kit.
&
4
o ?Using a power supply with a different voltage rating then the one included with the
VXT1800device will cause damage and void the warranty for this product ».

Note: There is no On/Off switch. Once you connect the power adapter, the VXT1800
device powers up.

2. Wait several secondswhile the VXT1800device performs a reset.

Pairing your Devices

To pair the VXT1800 AccessPoint and Client devices:

1. Place the VXT1800Access Point and theVVXT1800Client devices between 1 to 3 meters
from each other.

2. Pair the devices by pressing the WPS button on thefront panel of each device You can
release the button as soon as th&VPSLED begins flashing.

Note: The WPS buttons should be pressed within 2 minutes period. The buttons can be
pressed in any order.

3. Wait for the pairing process to complete by watching the LEDs on the devices:
A While pairing is in progress the WPS LED is flashing
A After successful pairing the WPSLED stays onfor 2 minutes.

Copyright© 2010 Ce | e n o Co mmuAliRighistReserved E|www.celeno.com




Placing and connecting your devices

To place and connect your VXT1 800AccessPoint device:

1. Place the VXT1800Access Point device on an easilyaccessible surface near the home
gateway, Cable/DSL Modem or DV R/PVR device.

2. Plug one end of the Ethernet cable into the LAN port of the gateway device and the
other end into the Ethernet port of the VXT1800 Access Point

To place and connect your VXT1800 Client device:

1. Place theVXT1800Client device on an easily-accessible surface near theset top box.

2. Plug one end of the Ethernet cable into the LAN port of the set top box device and the
other end into the Ethernet port of the VXT1800.

3. Make sure that the WLAN LED is solid green:

If the WLAN LED is turned off, try to reposition the device to a more elevated location and
as far as possible from large metallic objects.

Completing the installation:

You have finished installing your VXT1 800kit. To test your connectivity, turn on the TV
and set top box and watch any available channel.

Note: To install additional VXT1 800Client devices, repeat the above procedure for each
new VXT1800 Client device.

Copyright ©2010 Ce | e n o C o mmu AliRighastReserved E| www.celeno.com
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Connectingto Your VXT1 800Device

The VXT1800Access Pointdevice is pre-configured with the following IP parameters:
M IP Address: 10.0.02
1 Net Mask: 255.0.0.0
The VXT1800 Client device is preconfigured with the following IP para meters:
9 IP Address: 10.0.010
1 Net Mask: 255.0.0.0

In order to connect your management computer to the VXT1800device, connect the
VXT1800device directly to the your computer and change the IP address of your computer
so that it is on the same subnet as lhe VXT1800device (by default 10.x.x.x). Since this
disconnects your computer from your computer network, you may needto restore this
setting later.

To change the IP address of your computer:

1. Connect an Ethernet cable between theEthernet port of the VXT1800device and the
Ethernet port of your computer.

2. Froma O U U wE O Odedidtbpl dick Stant > Settings > Network Connections and
double-click the LAN connection for your computer network. The Local Area
Connection Status window appears.

3. From the General tab, dick Properties. The Local Area Connection Properties window
appears.

4. Selectinternet Protocol (TCP/IP) and click Properties. The Internet Protocol (TCP/IP)
Properties window appears.
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Internet Protocol (TCP/IP) Properties @@

“General
You can get |P settings assigned automatically if your network supports

this capability. Otherwise, you need to ask your network administrator for
the appropriate IP settings.

(O Obtain an IP address automatically

(® Use the following IP address:

IP address: | 10. 0.0 .2
Subret mask: [285. 0 .0 .0

Default gateway:

() Use the following DNS server addresses:
Preferred DNS server: [ | .

Alternate DNS server:

Figure2: Internet Protoco{TCP/IP) Properties Window

5. Make a note of the current settings in this window . You will need to know these
settings when reconnecting your computer to your computer network .

6. CheckUse the following IP address and type an IP address in the same subnet as the
VXT1800, in the following format: 10.x.x.x. Be sure to usean IP addressthat is different
from the IP address of your VXT1800device which is either 10.0.0.2 or 10.0.0.16y
default.

7. Click OK to save the information and closethe Internet Protocol (TCP/IP) Properties
window.

8. Click OK to closethe Local Area Connection Properties window.

9. Click Close to closethe Local Area Connection Status window.
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Management- Getting Started

The VXT1800Management Application is a web -based tool that enables you to manage
and configure your VXT1 800device. This chapter describes how to navigate through the
VXT1800Management Application:

Note: Ensure that you have connected an Ethernet cable between your computer and the
VXT1800device.
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Logging into the VXT1800Management Application

FAMILY M

S

IP: 10.0.0.2

Username:  |admin |

Password: |oou. \

[ Login |[ Clear |

Figure3 - VXT1800Management Application Login Screen

The VXT1800Management Application is password protected. To access its functions you
first need to successfully login:

1. Type the username and password into the appropriate fields and click on the Login
button.

2. On successful login you will be forwarded to a VXT1 800Management Application
configuration screen.

Note: The default username and password are admin adminrespectively. To change thesevalues
refer to Performing Administration on page 43.
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Navigating the VXT1800Management Application

Main Menu Current
Configuration  Monitor Logout Screen
Operation Mode Network Settings I
Navigation lietwork Settings
Panel * Wireless Settings Ethemnet port mode: | Auto Negotiation v Data Area
Security Settings
* WPS Settings (® Obtain an IP address automatically —l
« Stations List O Use the following IP address:
IP Address:
o Subnet Mask:
Default Gateway: Control
Buttons
System Information
System —
Information | status: Actve
Panel Band: 5GHz

Channet 36
|— MAC: 00:1C:51:01:12:18
BSSD: 00:1C:51:01:12:18
SSID: CELENOO011218

Image version: 6.12.011

Figure4: VXT1800Management Application Window

The VXT1800Management Application contains the following controls and areas to help
you navigate to all its parameters.

Main Menu ¢ Enables you to access the functions of the/XT1800Management
Application. The Main Menu is divided into the following submenu ite  ms:
Configuration , Monitor and Logout.
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Navigation Panel ¢ Displays the configuration screens available for each submenu item.
Current Screen ¢ Displays the name of the current configuration screen.

System Information Panel ¢+ Displays system status information. This panel is always
visible and displays the following information:

Status ¢ Indicates whether the system is currently active or stopped.

Band ¢ Indicates that the system is currently transmitting in the 5Ghz radio band.
Channel t+ The index number of the channel currently in use.

MAC ¢ The local MAC Address of the device.

BSSID t Basic Service Set Identifier. This field uniquely identifies each BSS. You
cannot configure this parameter using the VXT1800Management Application .

SSID ¢ Service Set Identfier. The code attached tobeacon frames and connection
establishment frames.

Image Version ¢ The current software image version of the device.

Data Area t For each configuration screen, the Data Area displays the relevant
parameters and controls.

Control Buttons ¢ Enable you to perform operations related to the current
configuration screen.

Note:

You can Logout the application anytime by selecting the Logout menu item at the upper
left corner of the screen.

Note:

The VXT1800 device can be configured to at either as an Access Point or as a Client. Each
mode of operation has different configuration screens.
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Managing the VXT1800Device

The VXT1800Management Application is a userfriendly application that enables you to
configure and control all the parameters of the VXT1800 The main menu contains the
following options:

Configuration

Monitor

Note:

Clicking Cancel in any of the VXT1800Management Application windows discards any
unsaved changes you have made. TheVXT1800Management Application then re-queries
the VXT1800device and refreshes the display.

True HDHome NetworkingUnwiredE



Configuring the VXT1800Device

Selecting Operation mode

To select operation mode :

1. From the main menu of the VXT1800Management Application, click Configuration
and from the Navigation Panel, click Operation Mode . The Configuration, Operation
Mode window appears.

Configuration Monitor Logout

Operation Mode Operaﬁ@n Mode
Network Settings

Wireless Settings Operation Mode:

Security 3ettings

—

Stations List

System Information

Status: Active

Band: SGHz

Channel: 44

MAC: 00:1C:51:01:12:18
BSSID: 00:1C:51:01:12:18
SSI0: CELENOO11218

Image version: §.12.011

Powered by Celeno Technology

Figure5: VXT1800Management Application Configuration,Operation ModéVindow
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The following table describes the parameters you canconfigure from this window:

Table4: VXT1800 Configurationi Operation Mode

Parameter Description

Operation Mode Determines if the VXT1800 device will act as a
Wi-Fi AccessPoint or Client.

2. Click Apply to update the settings immediately. The system displays an update
message.

3. Click OK and wait for the system to restart.
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Defining Network Settings

To define network settings:

1. From the main menu of the VXT1800Management Application , click Configuration .
The Configuration, Networ k Settings window appears.

Configuration Monitor Logout

Operation Mode Network Settings

Network Settings

Wireless Settings Ethernet port mode: 1Gbps Full Duplex A4

Security Settings
WPS Settings (® Obtain an IP address automatically

Stations List (O Use the following IF address:
IP Address: l:ll:ll:ll:l
o Subnet Mask: l:ll:ll:ll:l
Default Gateway: l:ll:ll:ll:l

System Information

Status: Active

Band: SGHz

Channel: 36

MAC: 00:1C:51:01:12:18
BSSID: 00:1C:51:01:12:18
SSI0: CELENOO11218

Image version: 5.12.014

Powered by Celeno Technology

Figure6: VXT1800Management Application Configuration, Network Settings Window
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The following table describes the parameters you can configure from this window:

Table5: VXT1800 Configurationi Network Parameters

Parameter Description

Ethernet port mode The properties of the Ethernet (LAN) port of the
device: Can be eitherauto negotiated up to 1Gbps
or fixed to 100Mbps.

Obtain an IP address automatically | When selectd, the device acts as a DHCP client
and obtains its IP properties automatically.

IP Address The IP address of the VXT1800device.
Subnet Mask The subnet mask of the VXT1800device.
Default Gateway The default gateway of the VXT1800device.

2. Click Apply to update the settings immediately . The system displays an update
message.

3. Click OK and wait for the system to restart.
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Defining Wireless Settings

To define wireless settings in Access Roint mode:

1. From the main menu of the VXT1800Management Application , click Configuration
and from the Navigation Panel, click Wireless Settings . The Configuration, Wireless
Settings window appears.

Figure7: VXT1800Management Application Configuration, Wireless Settings Window
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